
ABR-1000.5 CLASS AB+D





Thank you for purchasing of this AVATAR product! Our company is committed to the creation of extremely loud sound 
systems with no loss of quality.

To ensure proper use, please carefully read through this manual before using this product. It is especially important that you 
read and observe caution’s in this manual. Please keep the manual in a safe and accessible place for future reference.
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Caution!!! The minimum permissible connection load impedance at single channel is 2 ohm. For bridged connection is 4 Ohm

For models ABR-1000.5, the operating voltage is 9-15V.
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1. POWER / PROTECT – LED for operation (blue) / LED for protection (red)

2. CLIP – LED on the clip (orange)

3. INPUT – signal input, RCA jacks

4. CH 1-2 – GAIN – input signal level adjustment (0.2 V – 6 V)

5. CH 1-2 – CROSSOVER – selection of built-in filters operating mode (HPF, FLAT, LPF/BP)

6. CH 1-2 — LPF low pass filter (50 Hz — 300 Hz at 12 dB/Oct) 

7. CH 1-2 — HPF high pass filter (50 Hz — 12 000 Hz at 12 dB/Oct) 

8. CH 3-4 – GAIN – input signal level adjustment (0.2 V – 6 V)

9. CH 3-4 – CROSSOVER – selection of built-in filters operating mode (HPF, FLAT, LPF/BP)

10. CH 3-4 — LPF  low pass filter (50 Hz — 300 Hz при 12 dB/Oct) 

11. CH 3-4 — HPF high pass filter (50 Hz — 12 000 Hz at 12 dB/Oct) 

12. SUBWOOFER – GAIN – input signal level adjustment (0.2 V – 6 V)

13. SUBWOOFER – PHASE – phase shifter 0°-180°

14. SUBWOOFER – BASS BOOST – bass level adjustment (0-12 dB at 45 Hz)

15. SUBWOOFER – SUBSONIC – subsonic frequency filter (10 Hz - 50 Hz at 12 dB/Oct)

16. SUBWOOFER – LPF – low pass filter (50 Hz – 300 Hz at 12 dB/Oct)

17. REMOTE – input for connection of the bass remote control

18. SPEAKERS OUTPUTS – speakers connection terminals

19. SUBWOOFER OUTPUT – subwoofer connection terminals

20. +12V – power supply terminal (+12V)

21. REM IN – connector of remote activation of the amplifier

22. GND – grounding supply terminal «-»

23. GAIN – input signal level adjustment

24. POWER – LED for operation (blue)
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ABR-1000.5

AVATAR

Manufacturer: Ningbo Basshead I&E Trading Co., Ltd
Made in China





Благодарим Вас за приобретение продукции AVATAR! Наша компания стремится к созданию чрезвычайно громких 
систем без потери качества. 

Для обеспечения правильной эксплуатации оборудования внимательно прочитайте данное руководство перед 
использованием. Особенно важно, чтобы Вы соблюдали все меры предосторожности, указанные в данном руководстве. 
Пожалуйста, сохраните руководство в надежном и доступном месте. 
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ABR-1000.5



1. POWER / PROTECT – индикатор работы (синий) / индикатор защиты (красный)

2. CLIP – индикатор по клипу (оранжевый)

3. INPUT – вход сигнала, линейные входы RCA

4. CH 1-2 – GAIN – регулировка уровня входного сигнала (0,2 В – 6 В)

5. CH 1-2 – CROSSOVER – выбор режима работы встроенных фильтров (HPF, FLAT, LPF/BP)

6. CH 1-2 – LPF – фильтр низких частот (50 Гц — 300 Гц при 12 дБ/Окт)

7. CH 1-2 – HPF – фильтр высоких частот (50 Гц — 12 000 Гц при 12 дБ/Окт)

8. CH 3-4 – GAIN – регулировка уровня входного сигнала (0,2 В – 6 В)

9. CH 3-4 – CROSSOVER – выбор режима работы встроенных фильтров (HPF, FLAT, LPF/BP)

10. CH 3-4 – LPF – фильтр низких частот (50 Гц — 300 Гц при 12 дБ/Окт)

11. CH 3-4 – HPF – фильтр высоких частот (50 Гц — 12 000 Гц при 12 дБ/Окт)

12. SUBWOOFER – GAIN – регулировка уровня входного сигнала (0,2 В – 6 В)

13. SUBWOOFER – PHASE – фазовращатель 0°-180°

14. SUBWOOFER – BASS BOOST – регулировка уровня подъема баса (0-12 дБ при 45 Гц)

15. SUBWOOFER – SUBSONIC – фильтр инфранизких частот (10 Гц - 50 Гц при 12 дБ/Окт)

16. SUBWOOFER – LPF – фильтр низких частот (50 Гц – 300 Гц при 12 дБ/Окт)

17. REMOTE – вход подключения дистанционного регулятора баса

18. SPEAKERS OUTPUTS – терминалы подключения динамиков

19. SUBWOOFER OUTPUT – терминалы подключения сабвуфера

20. +12V – терминал подключения питания (+12В)

21. REM IN – терминал подключения дистанционного включения усилителя

22. GND – терминал подключения заземления «-»

23. GAIN – регулировка уровня входного сигнала

24. POWER – индикатор работы (синий)
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Производитель: Ningbo Basshead I&E Trading Co., Ltd
Произведено в Китае
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